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AKIRA New USB Wall Mount System Features

Stay Cool Airduct System (SCAS)

AKIRA's wall mount system consists
of two separated ducts, one for cool
and the other for warm air.

Each display unit receives cool air that
flows up from the bottom and air
naturally flows up the warm air ducts
with the chimney effect so that units
in a large matrix can be operated in a
cool environment as if it was just one
unit operating.

Auto Alignment Parking System (AAPS)
——

AKIRA's proprietary
wall mount system
features reference
poles at each

Ultra Slim Bezel
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into place. Guide pins

aligned the units with precision
while adjustments can be made
for depth. The wall mount
system greatly diminishes the
force needed for retracting the
display units to protect the panel
from impact. (Patent Pending)

If necessary, intake or exhaust
¢ fans can be installed which may eliminate
individual | fans to reduce noise and
maintenance costs. (Patent Pending)

No Dismentle for Service (NDS) Tiltable Wall Monting System (TWMS)

For optimal viewing from a high installation site or unique
installation, the wall mount system can be installed with a
maximum 20 degree tilt with ptional hardware. (Patent Pending)

When used with the AKIRA USB wall
mount system, all serviceable parts

The revolutionary ‘ o
Seamless LCD! |

It also allows the installation of all
cables without the LCD module. This
makes for easy installation separating the
cabling and the LCD module during the process
greatly reducing the risk of the damaging the LCD
module. The LCD module can be installed after all
of the cable work has been completed. (Patent Pending)

Ultra slim bezel of 3.65mm
700cd/m? brightness
1366x768 resolution
3000:1 contrast ratio

Other Innovative AKIRA LCD products

Digital/Analog video signal looping
Up to 16x16 matrix video wall

New patent pending chassis design to optimize
heat management & easy service

New patent pending Auto-Alignment Parking

wall mount system to minimize installation time ALM4601ZM

No dismantle for service

AKIRA’s excellent technical support throughout
entire process with proven 10 year history

Customizing service for any needs

LCD Video Wall, Commercial LCD Assembled in USA
Autostereoscopic 3D, Touch/eWhiteboard LCD
Outdoor LCD, Panoramic LCD, Indoor/Outdoor LED

Endless Possibilities Designed & Assembled in USA

INNOVATIVE DISPLAY SOLUTIONS

Tel - 925-455-1000 Fax:- 925-455-1001

314 Stealth Court, Livermore, CA 94551
AKEM eFax:925-667-3071 eMail: info@akiradisplay Web: www.akiradisplay.com

USB LCD VIDEO WALL




Digital Signage

Samsung DiD Commercial Grade Panel

8ms(TypGtoG)

- 49 to 140°F(-20° to 60°C ), 5% to 90% (No Condensation)

1366 x 768 (WXGA)

700cd/m*

Hor.178°/ Ver.178°

Composite Composite CVBS AV In (75 ohms 0.7/1.0 Vp-p)
CVBS, 1port/ BNC
Component Component Y-Pb-Pr, DTV In (75 ohms ,0.7Vp-p), 1 Port/BNC
PC PCDSUB In (Analog : 75 ohms +10%, 0.7Vp-p +5%) 1 port
HDMI HDMI Single channel Type A Receptacle, Female, 1port
RS232 RS232 D-SUB 9 Pin(RS232C), Female, 1 port
PC HF:20 ~ 80 kHz/ VF: 55 ~ 75 Hz/1920x1080 60Hz Max.
/ Max.pixel rate : 162 MHz, SOG sync support
HDMI HF:20 ~ 80 kHz/ VF: 55 ~ 75 Hz/1920x1080 60Hz
CVBS
Component
Rate 100~240 VAC, 50/60Hz

Specifications subject to change without notification
Images on this document may be simulation or actual installations



